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5.5 TON 110 TON /20 TON - FORK TRUCKS

Amendment # 1

I. Amend to replace Pages 32 of37 to'read as follows:
"Revised Page 32 007 dated 02117116" and is attached for your reference.

All others remain unchanged ..

~ I~K ii/ll-
f Claudia S. Acfalle

Chief Procurement Officer



Notes:

Bidding on:

Bidder shall identify on their bids, any deviations from the specifications or requirements in the
remarks column and state item being offered for evaluation processing. Failure to comply may
result inrejection of bid. .

Certificate of Origin is required on sale of the vehicle.

Equipment must be delivered to Port Authority of Guam for inspection.

5.5 Tons, 11,000 Ibs. Fork Trucks

MANUFACTURER:

MAKE:

MODEL:

YEAR:

PLACE OF ORIGIN:

DATE OF DELIVERY:

...............•..................•.........................•..•..........................•. ,

ITEM
NO. DESCRIPTION QUANTITY UNIT UNIT PRICE EXTENSION

2.1 10 Tons, 20,000 Ibs.
Fork Truck, as per the
following specifications

EA. $------ $------

DELIVERY REQUIREMENTS: 360 calendar days upon receipt of purchase order.

SPECIFICATIONS: BIDDING AND OR REMARKS:

Engine:

Fuel Type:

Fuel Tank:

Transmission
Driveline:

Steering:

Mast:

Lifting
Capacity:

Forks:

Carriage:

Exhaust:
Gauges:

Lights:

150 hp minimum, Industrial Turbo Diesel,
Engine Tier 3, must meet Guam's fuel supply

Diesel (Ultra Low Sulfur)

The fuel tank furnished shall be the largest
capacity available

Electronic Automatic transmission with
drive gears 3F/1 R minimum, "Soft Shift" or
equivalent

The steering shall be power assisted

Standard Three (3) stage, Must be able to stack
9' 6" ISO containers three (3) high. Maximum
Height of mast at lowered position of 144 inches

20,000 Ibs 10 ton, 600 mm Load Center

Max width of 8 inches
Adjustable forks (forks independently adjustable)
Maximum length of 96 inches

Side shift movement of 8" inches minimum
Overall maximum width of 96 inches

Verticai, must meet current DOT/EPA standards
Air, Fuel, Hour, Volt, Temp, and Oil

4 head lights mounted on cab for forward and rear
Movement, 2 head lights on front fender for forward
Movement, 2 working lights mounted on carriage
facing forward, All lights with protective guard.
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